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TECH 

 

ABS 702 

 

Materiał ABS 

Kolor Każdy kolor z palety pantone 

Właściwości Niski skurcz, doskonałe właściwości mechaniczne, 

Średnica 1.75mm / 2.85mm 

Tolerancja średnicy 

Tolerancja krągłości 

+/- 0.03mm  

98% 

Temperatura druku 240-250 °C 

Temperatura stołu 90-100 °C 

Waga netto 0.5kg / 1 kg / 2,5kg 

Waga brutto 0.85kg / 1.4kg / 3.45kg 

Wymiary szpuli 200x52x43mm / 200x52x80mm / 200x52x100mm 

Pakowanie pakowanie próżniowe, karton, pochłaniacz wilgoci 
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Właściwości materiału 

 

 Properties at 23°C 
Test  

Method 
Test Condition Unit Value 

Specific Gravity ASTM D792  g/cm
3

 1.04 

Vicat  Softening  Temperature 
(unannealed) 

ASTM D1525 
5Kg/cm 

1Kg/cm 

o
C

 
o
C

 
94 
103 

Tensile  Strength ASTM D638 5mm/min MPa (psi) 
44  

(6,260) 

Elongation  at Break ASTM D638 5mm/min % 13 

Flexural  Strength ASTM D790 2.8mm/min MPa (psi) 
64 

(9,100) 

Rockwell  Hardness ASTM D785 R-scale - 104 

Molding Shrinkage (Flow), 3.2mm ASTM D955  % 0.4~0.7 

Thermal  Properties 

Heat  Deflection  Temperature 
(unannealed),1/4" 

ASTM D648 
18.56Kg/cm 
4.6Kg/cm 

o
C

 
o
C

 
81 
94 

 Vicat  Softening  Temperature 
(unannealed) 

ASTM D1525 
5Kg/cm 

1Kg/cm 

o
C

 
o
C

 
94 
103 

Flammability 

 UL 94  Classification UL94 

1.5mm  specimen 

3.0mm  specimen 

6.0mm  specimen 

Recognized 

Recognized 

Recognized 

HB 

HB 

HB 

 UV  Resistance ASTM 4459 
300Hr 

Ivory color 
Delta  E  


